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To all whom it may concern: 


Be it known that J, Tomas A. Epson, of 
Llewellyn Park, in the county of Essex and 
State of New Jersey, have invented a certain 
new and useful Improvement in Phonograph 
Recorders and Reproducers, (Case No. 7 75,) 
of which the following is a specification. 

The object I have in view is to produce a 
perfect diaphragm for the recorders and re- 
producers of phonographs, one: which. will 
maintain its adjustment and give the maxi- 
mum effects under varying conditions of heat 
and moisture due to atmospheric changes as 
well as to the breath of the operator in the 
case of a recorder. 

- I have found that by employing a film or 
membrane of glass or its equivalent porce- 
lain as the diaphragm of the recorder or re- 
producer the difficulties heretofore encoun- 
tered are effectively overcome. I preferably 
employ microscope - glass, but other varieties 
of glass may be employed provided itis made 
thin as a film or membrane, so as to be capa- 
ble of. a sufficient amplitude of vibration to 
make or reproduce a proper record. I have 
employed glass films or membranes for this 
purpose having a thickness of six one-thou- 


sandths to twelve one-thousandths part of an | 


inch; but while the best results are obtained 
with glass of extreme thinness, yet thicker 
glass has advantages over materials hereto- 
fore employed. The glass film is cut into a 
circular form of proper diameter by adiamond, 
and is clamped between metallic rings with 
some yielding material—such as paper placed 
around the edges of the glass on both sides. 
The glass film or membrane diaphragm is not 
materially affected by ordinary variations of 
heat and moisture, it has great elasticity, and 
is highly responsive to sound-vibrations, and 
is capable, by reason of its extreme thinness, 
of sufficient amplitude of vibration to make 
or reproduce a deep record. Hence it does 
not get out of adjustment, and gives at all 


times the maximum effects, producing as a re- 


. order a uniformly excellent record. 

_ In the accompanying drawing, forming a 
part hereof, the figure represents a sectional 
view of a recorder embodying the invention. 


A is the diaphragm of the recorder, which 50 
is a film or membrane of glass or its equiva- 
lent for the purpose—porcelain. This dia 
phragm is held at its edges in the annular 
frame B by a screw-ring, a, rings of paper b 
being placed between the glass diaphragm 
and the clamping-surfaces to hold the dia- 
phragm firmly and prevent cracking. 

The recording-point c is secured to a lever, 
d, and is attached to the center of the dia- 
phragm by means of cement, e. The dia- 60 
phragm is also equally applicable to phono- 
graph-reproducers. 

The glass or porcelain diaphragm I have. 
found to have advantages over mica, which 
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5 


-has heretofore been used by me, since the 65 


mica, by reason of its laminated structure, 
does not equal the glass in stiffness and elas- 
ticity. . 

It will be understood that when I refer 
herein to the diaphragm as of glass I mean to 70 
include porcelain as an equivalent. 

What I claim is— : 

1. In a phonograph, the recorder or repro- 
ducer having in combination with the record- 
ing or reproducing point a diaphragm of 75 
glass, substantially as set forth. 

2. In a phonograph, the recorder or repro- 
ducer having in combination with the re-: 
cording or reproducing point a diaphragm of 
microscope-glass, substantially as set forth. 80 

3. In a phonograph, the recorder or repro- 
ducer having in combination with the re- 
cording or reproducing point a diaphragm of 
glass clamped between metallic rings with. 
rings of yielding material around the edges 85 
of the glass diaphragm, substantially as set 
forth. 

4. In a phonograph, the recorder having in 
combination a glass diaphragm and a record- 
ing-point secured directly thereto by a suit- go 
able cement, substantially as set forth. 

This specification signed and witnessed this 
22d day of May, 1888. 


THOS. A. EDISON. 


Witnesses: 
‘WILLIAM PELZER, 
A. W. KIppDLe. 


